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Robotics ς FRC 2010 Build Season 

Reset Guide 

Overview:  

The idea behind this document is to have a single location to go to for setting up the equipment for 

Robotics build season.  Primarily, it is around the controlling of the robot, programming in particular.  It 

started with the 2009 season and is likely to grow.  Therefore, instead of sending the reader to a certain 

section of the control manuals, the sections of interest have been transferred here.  The locations of the 

original information are provided as necessary. 

The examples in this guide are for Team 1111.  Other teams may use this guide but should always 

substitute their team number for 1111.  Numbers used should always be four digits long.  Always add 

the correct number of ΨлΩs in front of your team should it be single, double or a triple digit team number. 

Manuals for 2010 Season: 

¶ Main: http://www.usfirst.org/roboticsprograms/frc/content.aspx?id=452    

¶ Controls: http://www.usfirst.org/roboticsprograms/frc/content.aspx?id=10934 

Manuals for 2009 Season:   

¶ Main: http://www.usfirst.org/roboticsprograms/frc/content.aspx?id=15523 

¶ Controls: http://www.usfirst.org/WorkArea/linkit.aspx?LinkIdentifier=id&ItemID=10934  

 

  

http://www.usfirst.org/roboticsprograms/frc/content.aspx?id=452
http://www.usfirst.org/roboticsprograms/frc/content.aspx?id=10934
http://www.usfirst.org/roboticsprograms/frc/content.aspx?id=15523
http://www.usfirst.org/WorkArea/linkit.aspx?LinkIdentifier=id&ItemID=10934
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Section 1: Laptop IP Address ɀ Reset Guide 
To access the network components such as the wireless access point (WAP), the cRIO, the wireless 

bridge (gaming adapter on the robot), etc. ς you first have to setup networking on the laptop. 

To access the networking properties of your computer, you have tƻ ǳƴŘŜǊǎǘŀƴŘ ǘƘŀǘ ȅƻǳ ŎƻƳǇǳǘŜǊΩǎ 

ability to network is either via physical connections, such as the network cable being attached ς or via 

non-phyiscal connections such as wireless.  There are other types like Firewire, USB and other ports but 

only the physical connection will be described here. 

NOTE: Certainly, there are other operating systems than these three Microsoft operating systems.  

Team 1111 focused on the use of these operating systems and have not created instructions for other 

operating systems such as Apple MAC or the various flavors of Linux. 

On Windows 7:  To change the network connection properties:  
1. Start 

2. Control Panel 

3. View By (upper right hand side) ς large or small icons 

4. Network and Sharing Center 

 

5. Change adapter settings (left hand side) 

 

6. tƛŎƪ ǘƘŜ ŀǇǇǊƻǇǊƛŀǘŜ ŎƘƻƛŎŜ ŦƻǊ ǘƘŜ ǿƛǊŜŘ ŎƻƴƴŜŎǘƛƻƴ όƳƻǎǘ ƭƛƪŜƭȅ ǎŀȅǎ Ψ[ƻŎŀƭ !ǊŜŀ Connection) ς 

Rt.Click | Properties 
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7. {ŜƭŜŎǘ άLƴǘŜǊƴŜǘ tǊƻǘƻŎƻƭ ±ŜǊǎƛƻƴ пέ ŀƴŘ ǎŜƭŜŎǘ tǊƻǇŜǊǘƛŜǎ 

 

8. From this point, change the IP address information per whatever directions you are trying to 

utilize the laptop to access a piece of equipment. 

 

On Vista:  To change the network connection properties:  
1. Start 

2. Control Panel 

3. Classic View  (left hand side) 

4. Network and Sharing Center 

 

5. Manage network connections (left hand side) 

 

6. tƛŎƪ ǘƘŜ ŀǇǇǊƻǇǊƛŀǘŜ ŎƘƻƛŎŜ ŦƻǊ ǘƘŜ ǿƛǊŜŘ ŎƻƴƴŜŎǘƛƻƴ όƳƻǎǘ ƭƛƪŜƭȅ ǎŀȅǎ ά[ƻŎŀƭ !ǊŜŀ /ƻƴƴŜŎǘƛƻƴέύ 

ς Rt.Click | Properties 
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7. {ŜƭŜŎǘ άLƴǘŜǊƴŜǘ tǊƻǘƻŎƻƭ ±ŜǊǎƛƻƴ пέ ŀƴŘ ǎŜƭŜŎǘ tǊƻǇŜǊǘƛŜǎ 

 

8. From this point, change the IP address information per whatever directions you are trying to 

utilize the laptop to access a piece of equipment. 

 

 

On Windows XP:  To change the network connection properties:  
1. Start 

2. Control Panel 

3. Classic View  (left hand side) ς ŎƭƛŎƪ ƻƴ ά{ǿƛǘŎƘ ǘƻ /ƭŀǎǎƛŎ ±ƛŜǿέΦ  LŦ ƛǘ ǎŀȅǎ ǘƻ ά{ǿƛǘŎƘ ǘƻ /ŀǘŜƎƻǊȅ 

±ƛŜǿέΣ ǘƘŜƴ ȅƻǳ ŀǊŜ ŀƭǊŜŀŘȅ ƛƴ /ƭŀǎǎƛŎ ±ƛŜǿ 

4. Network Connections 
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5. tƛŎƪ ǘƘŜ ŀǇǇǊƻǇǊƛŀǘŜ ŎƘƻƛŎŜ ŦƻǊ ǘƘŜ ǿƛǊŜŘ ŎƻƴƴŜŎǘƛƻƴ όƳƻǎǘ ƭƛƪŜƭȅ ǎŀȅǎ Ψ[ƻŎŀƭ !ǊŜŀ bŜǘǿƻǊƪΩύ ς 

Rt.Click | Properties 

 

6. {ŜƭŜŎǘ άLƴǘŜǊƴŜǘ tǊƻǘƻŎƻƭέ ŀƴd select Properties 

 

7. From this point, change the IP address information per whatever directions you are trying to 

utilize the laptop to access a piece of equipment. 
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Section 2 : cRIO ɀ Reset Guide 

 

NOTE: The main cRIO manual, CompactRIO Operating Instruction and Specification guide, is located 

here: http://decibel.ni.com/content/docs/DOC-2632  

Using the CompactRIO Operating Instruction and Specification guide, go to Page 15 and use the 

άwŜǎŜǘǘƛƴƎ ǘƘŜ bŜǘǿƻǊƪ /ƻƴŦƛƎǳǊŀǘƛƻƴ ƻŦ ǘƘŜ ŎwLh-Cw/έ ƛƴǎǘǊǳŎǘƛƻƴǎΦ  ¢ƘŜ ǘŜȄǘ ƛǎ ǊŜǇǊƛƴǘŜŘ ƘŜǊŜΦ 

1. Provide power to the cRIO unit 

2. Move the IP RESET DIP switch to the ON position.  In the ON position, the rocker switch is 

pushed in on the right hand side.   

3. Push the RESET button to cycle power to the chassis. The STATUS LED flashes once, indicating 

that the IP address is unconfigured.  

4. Move the IP RESET switch to the OFF position.  In the OFF position, the rocker switch is pushed 

in on the left hand side.   

 

5. Plug network cable into the cRIO port 1 - Plug other end into the laptop.  The network cable 

should be a cross-over cable if the laptop cannot properly switch to accommodate the cRIO.  

The cRIO port does not auto-configure ς but the laptop port most likely does. 

6. Computer needs IP address but can be anything but not DHCP 

a. See Section 1: Laptop IP Address ς Reset Guide on how to set the laptop 

b. 192.168.1.74 IP  /  255.0.0.0 Submask 

c. 5ƻŜǎƴΩǘ ƳŀǘǘŜǊ ǿƘŀǘ Lt ŀŘŘǊŜǎǎ ƭŀǇǘƻǇ ƛǎ ŀǎ ƭƻƴƎ ŀǎ ŀ ǎǘŀǘƛŎ Lt ŀŘŘǊŜǎǎ ƛǎ ǎŜǘ 

7. From laptop that has had Disk1 and Disk2 installed on it.  Use MAX (Measurement & 

Automation Explorer).  Start | All Programs | National Instruments | Measurement & 

Automation 

8. Start the MAX tool: 

http://decibel.ni.com/content/docs/DOC-2632
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a. If no sub-choices appear on the left hand side under Remote Systems, select it.  It could 

be that the process to populate it needs your help ς such as unblocking the tool on the 

firewall.  After this, you may need to press F5 or View | Refresh to get an entry to show. 

b. Select the setting on the left hand side under Remote Systems 

 

c. Set the IP address informationΦ  hƴ ǊƛƎƘǘ ƘŀƴŘ ǎƛŘŜΣ ǎŜƭŜŎǘ ά¦ǎŜ ǘƘŜ ŦƻƭƭƻǿƛƴƎ Lt 

ŀŘŘǊŜǎǎΥέ   

d. Set the four values below: 

¶ IP Address: 10.11.11.2 

¶ Subnet Mask: 255.0.0.0 

¶ Gateway: 10.11.11.1 

¶ DNS Server:  10.11.11.1 

e. Click the Apply button at the top. 

f. Select Yes to reboot the cRIO 

¶ The symbol on the left hand side under Remote Systems will show a broken 

symbol 

¶ To see if the settings were applied, select View | Refresh and then double click 

the entry below Remote Systems.  If sub items appear, then the changes to the 

IP address were successful. 

g. Once that occurs, the cRIO imaging tool can be used. 

9. Set laptop to 10.11.11.6 / 255.0.0.0 / 10.11.11.4.  See Section 1: Laptop IP Address ς Reset 

Guide on how to set the laptop 

10. Proceed to the next section ς Section 3: cRIO ς Firmware Image Update Guide to setup the cRIO 

by reformatting it and placing the proper image on it. 
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Section 3: cRIO ɀ Firmware Image Up date Guide 

 

NOTE: In order to correctly connect to the cRIO to reimage it, the computer must communicate with it.  

Either directly connect the cRIO to a laptop, directly connect the cRIO to the WAP (router).  Do not use 

the wireless connection to reimage/format the cRIO.   

1. Set laptop network settings.  See Section 1: Laptop IP Address ς Reset Guide on how to set the 

laptop: 

¶ IP Address: 10.11.11.6 

¶ Subnet Mask: 255.0.0.0 

¶ Gateway: 10.11.11.4 

¶ DNS Server:  leave blank 

2. Ping the cRIO by typing at a command prompt: ping 10.11.11.2 

a. Reply from 10.11.11.2: bytes=32 ă Indicates cRIO was found on the network 

b. Reply from 10.11.11.2: Destination host unreachable ă Indicates problems 

3. Reimage the cRIO - wǳƴ ǘƘŜ άCw/ ŎwLh LƳŀƎƛƴƎ ¢ƻƻƭέ 

a. Start | All Programs | National Instruments | LabVIEW 8.6 | FRC cRIO Imaging Tool 

b. If this is the first time, you will be asked for the firewall on the laptop to unblock the 

traffic from the program to the cRIO unit ς select to UNBLOCK 

c. LŦ ŀ ŘƛŀƭƻƎ ǿƛƴŘƻǿ ŀǇǇŜŀǊǎ ǿƛǘƘ ǘƘŜ ƳŜǎǎŀƎŜ άbƻ /ƻƳǇŀŎǘwLh ŘŜǾƛŎŜǎ ǿŜǊŜ ŦƻǳƴŘΦ 

±ŜǊƛŦȅ ǘƘŜ ƴŜǘǿƻǊƪ ŎƻƴƴŜŎǘƛƻƴέ ǘƘŜǊŜ ǿŀǎ ŀ ǇǊƻōƭŜƳ ŎƻƴƴŜŎǘƛƴƎ ǘƻ ǘƘŜ ŎwLhΦ /ƘŜŎƪ 

power to the cRIO and ensure the Ethernet cables are connected. 

d. The cRIO Imaging tool will be launched and a window will be displayed titled 

ά/ƻƳǇŀŎǘwLh LƳŀƎƛƴƎ ¢ƻƻƭΦέ ¢ƘŜ ǘƻp of the window will show information on any cRIO 

devices which were found on the network. Select the MAC address of the cRIO you 

would like to re-image. (Note: The cRIO MAC address is printed on a label on the back of 

the CRIO next to the bar code.) 

e. At this point, the cRIO needs to be updated with the image 

i. Images Files: 

a. 2010 Season: FRC_2010_v19.zip (so far) 

b. 2009 Season: FRC_2009_v11.zip 

c. The firmware files are located here: C:\Program Files\National 

Instruments\LabVIEW 8.6\project\CRIO Tool\FRC Images 

ii. The tool should find it if placed into that location. 
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f. Select the development environment you would like to use by clicking the radio button 

next ǘƻ ŜƛǘƘŜǊ ά[ŀō±L9²έΣ ά²ƛƴŘ wƛǾŜǊ ²ƻǊƪōŜƴŎƘ ό/κ/ҌҌύέ or Java Technology.   

g. {ŜƭŜŎǘ ǘƘŜ ŎƘŜŎƪōƻȄ ƴŜȄǘ ǘƻ άCƻǊƳŀǘ /ƻƴǘǊƻƭƭŜǊέ ǘƻ ƛƴǎǘŀƭƭ ŀ ƴŜǿ ƛƳŀƎŜ ƻƴǘƻ ǘƘŜ ŎwLhΦ   

h. Select the image to be used from those in the list  

i. Lƴ ǘƘŜ ǘŜȄǘ ōƻȄ ǳƴŘŜǊ ά5ŜǾƛŎŜ ƴŀƳŜέ ŜƴǘŜǊ ǘƘŜ ŘŜǎƛǊŜŘ ƴŀƳŜ ŦƻǊ ȅƻǳǊ ŎwLh ŘŜǾƛŎŜΦ όŜΦƎΦ 

ŦƻǊ ǘŜŀƳ мнопΣ ǳǎŜ άCw/-cRIO-мнопέύ 

j. Lƴ ǘƘŜ ǘŜȄǘ ōƻȄ ǳƴŘŜǊ ά¢ŜŀƳ L5έ Ŝnter your team number. The IP address and subnet 

mask for the cRIO will be derived from the team number. 

 

k. ²ƘŜƴ ǊŜŀŘȅ ǘƻ ǇǊƻŎŜŜŘΣ ǎŜƭŜŎǘ ǘƘŜ ά!ǇǇƭȅέ ōǳǘǘƻƴ ǘƻ ŎƻƳƳŜƴŎŜ ƛƳŀƎƛƴƎ ƻŦ ǘƘŜ ŎwLhΦ 

a. Downloading a complete image to the cRIO requires about 5 minutes, during 

which time the laptop and cRIO must not be interrupted by resetting the power 

or interfering with the network connection 
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b. ! άwŜŎƻƴŦƛƎǳǊƛƴƎ 5ŜǾƛŎŜέ ǿƛƴŘƻǿ ǎƘƻǳƭŘ ŀǇǇŜŀǊ ǎƘƻǿƛƴƎ ŎǳǊǊŜƴǘ ǎǘŀǘǳǎ ƻŦ ǘƘŜ 

imaging procedure. The text window will sequence through the following 

messages: 

i. 9ȄǘǊŀŎǘƛƴƎ /ƻƳǇŀŎǘwLh LƳŀƎŜΧ 

ii. /ƻƴƴŜŎǘƛƴƎ ǘƻ /ƻƳǇŀŎǘwLh ŘŜǾƛŎŜΧ 

iii. CƻǊƳŀǘǘƛƴƎ /ƻƳǇŀŎǘwLh ŘŜǾƛŎŜΧ 

iv. !ǎǎƛƎƴƛƴƎ Lt ŀŘŘǊŜǎǎΧ 

v. ¦ǇŘŀǘƛƴƎ /ƻƳǇŀŎǘwLh LƳŀƎŜΧ 

vi. ¦ǇŘŀǘƛƴƎ ŎƻƴŦƛƎǳǊŀǘƛƻƴ ŦƛƭŜǎΧ 

c. The imaging process should complete within approximately 5 minutes.  When 

ǘƘŜ ƛƳŀƎƛƴƎ ǇǊƻŎŜǎǎ ƛǎ ŎƻƳǇƭŜǘŜΣ ǘƘŜ ƳŜǎǎŀƎŜ ά¢ƘŜ /ƻƳǇŀŎǘwLh ƛƳŀƎŜ ǿŀǎ 

ǎǳŎŎŜǎǎŦǳƭƭȅ ǳǇŘŀǘŜŘΦ ¢ƘŜ Lt ŀŘŘǊŜǎǎ ƻŦ ǘƘŜ /ƻƳǇŀŎǘwLh ŘŜǾƛŎŜ ƛǎ млΦȄȄΦȅȅΦнΦέ 

(where xxyy come from your team number) Ą 10.11.11.2 for Team 1111. 

d. {ŜƭŜŎǘ ά/ƭƻǎŜέ ǘƻ ŎƭƻǎŜ ǘƘŜ άwŜŎƻƴŦƛƎǳǊƛƴƎ 5ŜǾƛŎŜέ ǿƛƴŘƻǿΦ  {ŜƭŜŎǘƛƴƎ ά/ƭƻǎŜέ 

actually closes both displays.   

l. Power cycle (do not hit the reset button) the cRIO to have the new FPGA (Field 

Programmable Gate Array) image loaded automatically. 

4ÈÅ $ÒÅÁÄÅÄ ȰÅÒÒÏÒ υφȱȡ %22/23 ÔÈÁt have been encountered  
NOTEΥ ²ŜΩǾŜ Ǌǳƴ ƛƴǘƻ ǘƘƛǎ ά9ǊǊƻǊ рсέ ǇǊƻōƭŜƳ ŀ ƴǳƳōŜǊ ƻŦ ǘƛƳŜǎΦ  tƻǎǎƛōƭȅΣ ƛǘ ƘŀŘ ǘƻ Řƻ ǿƛǘƘ ǾƛǊǳǎ 

scanning software.  A clean install of a laptop may take care of this. 

 

NOTE: One tool that maybe needed is the MAX (Measurement & Automation Explorer) tool.  Should 

ŜǊǊƻǊ рс ƻŎŎǳǊΣ ƛǘΩǎ ōŜǎǘ ǘƻ ǊŜǎŜǘ ǘƘŜ Lt ŀŘŘǊŜǎǎ ƻŦ ǘƘŜ Ǌƻōƻǘ ŀƴŘ ǎǘŀǊǘ ƻǾŜǊΦ  See Section 2: cRIO ς Reset 

Guide to reset the IP address. 
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Section 4: Game Adapter (GA) ɀ WGA600N (Original)  ɀ Reset Guide 

 

This is the άōƭŀŎƪ ōƻȄέ [ƛƴƪǎȅǎ ǳƴƛǘ ǘƘŀǘ ƛǎ ǇƭŀŎŜŘ ƻƴ ǘƘŜ Ǌƻōƻǘ ŀƴŘ ǇƻǿŜǊŜŘ Ǿƛŀ ǘƘŜ t5. όtƻǿŜǊ 

Distribution Board).  Always start with factory settings before going to the actual settings for the robot. 

1. Reset to factory settings ς Push the red RESET button for 5 seconds or longer 

2. Plug network cable into the game adapter (GA) 

3. Plug other end of network cable into laptop 

4. Set laptop network settings.  See Section 1: Laptop IP Address ς Reset Guide on how to set the 

laptop: 

¶ IP Address: 192.168.1.2  (Anything in range of 2 ς 240 is fine) 

¶ Subnet Mask: 255.255.255.0 

¶ Gateway: leave blank 

¶ DNS Server:  leave blank 

5. Start browser and brose to: http://192.168.1.250 

¶ Account: admin 

¶ Password: admin 

6. /ƻƴǘƛƴǳŜ ǘƻ ǘƘŜ ƴŜȄǘ ǇŀƎŜΧ 

  

http://192.168.1.250/
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7. Select "Basic" from the menu across the top of the webpage.   Select "Wireless" to open the 

configuration page for the wireless settings. The configuration page is shown below.  Change the 

following items: 

a. Change the "Wireless Network Name" to your FRC Team Number, no quotation marks. 

b. Configure all other settings to match those shown above. 

c. /ƭƛŎƪ ά{ŀǾŜ {ŜǘǘƛƴƎǎέ 

d. ²ƘŜƴ ŀǎƪŜŘ ǘƻ ǊŜōƻƻǘ ƴƻǿ ƻǊ ƭŀǘŜǊΣ ŎƘƻƻǎŜ άwŜōƻƻǘ bƻǿέ 

 

 

8. /ƻƴǘƛƴǳŜ ǘƻ ǘƘŜ ƴŜȄǘ ǇŀƎŜΧ 
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9. Login again: admin/admin 

10. Select "Basic" from the menu across the top of the webpage  

11. Select "Network Settings" to open the configuration page for the wireless settings. The 

configuration page is shown below.  Configure the LAN Settings to match those shown above.  

a. In the IP Addresǎ ŀƴŘ 5ŜŦŀǳƭǘ DŀǘŜǿŀȅ ƭƛƴŜǎΣ ǊŜǇƭŀŎŜ ά··Φ¸¸έ ǿƛǘƘ ȅƻǳǊ Cw/ ¢ŜŀƳ 

Number. 

b. /ƭƛŎƪ ǘƘŜ ά{ŀǾŜ {ŜǘǘƛƴƎǎέ 

c. ²ƘŜƴ ŀǎƪŜŘ ǘƻ ǊŜōƻƻǘ ƴƻǿ ƻǊ ƭŀǘŜǊΣ ŎƘƻƻǎŜ άwŜōƻƻǘ bƻǿέΦ ¢ƘŜ ƭƻƎƛƴ ǇŀƎŜ ǿƛƭƭ ƴƻǘ 

reload at this point due to the IP address mismatch of the PC and bridge. 

 

 

12. CƻƴǘƛƴǳŜ ǘƻ ǘƘŜ ƴŜȄǘ ǇŀƎŜΧ 
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13. Once finished with last step, the IP address of the Gaming Adapter should be 10.11.11.1 

14. Set laptop network settings.  See Section 1: Laptop IP Address ς Reset Guide on how to set the 

laptop: 

¶ IP Address: 10.11.11.6 

¶ Subnet Mask: 255.0.0.0 

¶ Gateway: leave blank 

¶ DNS Server:  leave blank 

15. Access Gaming Adapter via http://10.11.11.1 and login 

16. Change password Ą Tools | Administrator | sackett 

17. Save 

18. Reboot Gaming Adapter 

19. Lastly, to ensure password was changed, access Gaming Adapter via http://10.11.11.1 and login 

with new password.  You are successful if you are able to logon with new password 

Section 5: Game Adapter (GA) ɀ WET610N ɀ Reset Guide 
¢Ƙƛǎ ƛǎ ǘƘŜ άōƭŀŎƪ ōƻȄέ Linksys unit that is placed on the robot and powered via the PDB (Power 

Distribution Board).  Always start with factory settings before going to the actual settings for the robot. 

 

Note: ¢ƘŜ άōƭŀŎƪ ōƻȄέ [ƛƴƪǎȅǎ ǳƴƛǘ ǘƘŀǘ ƛǎ ǇƭŀŎŜŘ ƻƴ ǘƘŜ Ǌƻōƻǘ ό[ƛƴƪǎȅǎ Ƴƻdel WGA600N) has been 

discontinued.  The Linksys WET610N is the suggested replacement by Linksys.  FIRST has not advocated 

ǘƘƛǎ ǳƴƛǘ ōǳǘ ƭƛƪŜƭȅ ǿƛƭƭ Řƻ ǎƻ ƛƴ ǘƘŜ ƴŜȄǘ ȅŜŀǊ ƻǊ ƻƴŜ ǎƛƳƛƭŀǊ ǘƻ ƛǘΦ  ¢ƘŜ ƴƛŎŜ ǘƘƛƴƎ ŀōƻǳǘ ǘƘƛǎ ǳƴƛǘ ƛǎ ǘƘŀǘ ƛǘΩǎ 

dual band, just like the WGA600N.   

Note: Linksys refers to this unit as a Wireless-N Ethernet Bridge.  However, to make documentation 

ƳŀǘŎƘ ǘƘŀǘ ƻŦ ǘƘŜ ƻǊƛƎƛƴŀƭ ²D!сллbΣ ǘƘŜ ǘŜǊƳ άƎŀƳƛƴƎ ŀŘŀǇǘŜǊέ ƛǎ ǳǎŜŘΦ 

Always start with factory settings before going to the actual settings for the robot. 

1. Reset to factory settings ς Push the red RESET button for 5 seconds or longer 

2. Plug network cable into the game adapter (GA) 

3. Plug other end of network cable into laptop 

http://10.11.11.1/
http://10.11.11.1/
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4. Set laptop network settings.  See Section 1: Laptop IP Address ς Reset Guide on how to set the 

laptop: 

¶ IP Address: 169.254.1.74 

¶ Subnet Mask: 255.255.0.0 

¶ Gateway: leave blank 

¶ DNS Server:  leave blank 

5. Start browser and brose to: http://169.254.1.250  

¶ Account: admin 

¶ Password: admin 

6. Select ά²ƛǊŜƭŜǎǎέ ǘŀō ŀƴŘ ǘƘŜƴ ǘƘŜ ǎǳō-ǘŀōΥ ά.ŀǎƛŎ ²ƛǊŜƭŜǎǎ {ŜǘǘƛƴƎǎΥ 

a. Change the configuration view to Manual 

 

b. Set the SSID to 1111 

c. /ƭƛŎƪ ά{ŀǾŜ {ŜǘǘƛƴƎǎέ 

d. ! άǇǊƻŎŜǎǎƛƴƎ ōŀǊέ ǿƛƭƭ ƻŎŎǳǊΦ  .Ŝ ǇŀǘƛŜƴǘ ŀǎ ǘƘŜ ǎŜǘǘƛƴƎǎ ŀǊŜ ǇǊƻŎŜǎǎŜŘΦ 

 

7. /ƻƴǘƛƴǳŜ ǘƻ ǘƘŜ ƴŜȄǘ ǇŀƎŜΧ 

  

http://169.254.1.250/
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8. SeleŎǘ ά{ŜǘǳǇέ ǘŀōΥ 

e. Change the Bridge IP to Static IP. 

f. Bridge IP Addr: 10.11.11.1 

g. Subnet Mask: 255.0.0.0 

h. Gateway: 10.11.11.4 

i. /ƭƛŎƪ ά{ŀǾŜ {ŜǘǘƛƴƎǎέ 

j. ! άǇǊƻŎŜǎǎƛƴƎ ōŀǊέ ǿƛƭƭ ƻŎŎǳǊΦ  .Ŝ ǇŀǘƛŜƴǘ ŀǎ ǘƘŜ ǎŜǘǘƛƴƎǎ ŀǊŜ ǇǊƻŎŜǎǎŜŘΦ 

1. Because the IP address of the Gaming Adapter was changed, the web page will automatically be 

re-ǘǊƛŜŘΦ  Lǘ ǿƛƭƭ Ŧŀƛƭ ŀǎ ǘƘŜ ƭŀǇǘƻǇ Lt ŀŘŘǊŜǎǎ ŀƴŘ ǘƘŜ DŀƳƛƴƎ !ŘŀǇǘŜǊΩǎ Lt ŀŘŘǊŜǎǎ ŀǊŜ ƻƴ ŘƛŦŦŜǊŜƴǘ 

network ranges. 

 

9. Set laptop network settings.  See Section 1: Laptop IP Address ς Reset Guide on how to set the 

laptop: 

¶ IP Address: 10.11.11.6 

¶ Subnet Mask: 255.0.0.0 

¶ Gateway: 10.11.11.4 (or leave blank) 

¶ DNS Server:  leave blank 

10. Access Gaming Adapter via http://10.11.11.1 and login 

11. Change password Ą Administrator | sackett 

12. Save Settings 

13. The Gaming Adapter will save the settings and then cause the page to be reloaded 

 

 

 

 

 

http://10.11.11.1/
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14. Log in as: Admin / sackett 

a. If a successful logon occurs, the password was correct modified 
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Section 6: Wireless Router (WAP) ɀ WRT610N (Origina l)  ɀ Reset Guide 

 

This is the flat blue/black Linksys unit (that came with the 2009 KOP) that is placed with the driver 

station.  Always start with factory settings before going to the actual settings for the robot. 

Note: The default settings presented here do not enable wireless security. If you share your work area, 

you may want to enable wireless security on both the router and the bridge. 

1. Reset to factory settings ς Push the red RESET button for 5 seconds or longer 

2. Plug network cable into the WAP (any of the blue ports 1-4) 

3. Plug other end of network cable into laptop 

4. Set laptop network settings.  See Section 1: Laptop IP Address ς Reset Guide on how to set the 

laptop: 

¶ IP Address: 192.168.1.2  (Anything in range of 2 ς 240 is fine) 

¶ Subnet Mask: 255.255.255.0 

¶ Gateway: leave blank 

¶ DNS Server:  leave blank 

5. Start browser and brose to: http://192.168.1.1 

¶ Account: leave this blank 

¶ Password: admin 

6. /ƻƴǘƛƴǳŜ ǘƻ ǘƘŜ ƴŜȄǘ ǇŀƎŜΧ 

7. {ŜƭŜŎǘ ǘƘŜ ά²ƛǊŜƭŜǎǎέ ǘŀōΦ  {ŜƭŜŎǘ ǘƘŜ άaŀƴǳŀƭέ ƻǇǘƛƻƴΦ  ¢ƘŜ ŘƛǎǇƭŀȅ ŎƘŀƴƎŜǎΧ 

 

http://192.168.1.1/
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8. Change the settings on the new page to match those shown below 

a. Enter your FRC Team Number in the SSID field, i.e. if you team number is 9999, enter 

9999 in the field. 

b. /ƭƛŎƪ ά{ŀǾŜ {ŜǘǘƛƴƎǎέ 

c. ¢ƘŜ ά{ŜǘǘƛƴƎǎ ŀǊŜ {ǳŎŎŜǎǎŦǳƭέ ǎŎǊŜŜƴ ǎƘƻǳƭŘ ƴƻǿ ōŜ ŘƛǎǇƭŀȅŜŘΦ /ƭƛŎƪ ά/ƻƴǘƛƴǳŜέΦ  

d. If the web page does not reload, change the IP in the status bar to 192.168.1.1 

 

9. /ƻƴǘƛƴǳŜ ǘƻ ǘƘŜ ƴŜȄǘ ǇŀƎŜΧ 
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10. {ŜƭŜŎǘ ǘƘŜ ά{ŜǘǳǇέ ¢ŀōΦ 

11. ¦ƴŘŜǊ ά.ŀǎƛŎ {ŜǘǳǇέΣ aŀƪŜ ǘƘŜ ŦƻƭƭƻǿƛƴƎ ŎƘŀƴƎŜǎ ǘƻ ƛƴ ǘƘŜ άbŜǘǿƻǊƪ {ŜǘǳǇέ ŀǊŜŀ ƻŦ ǘƘŜ ǇŀƎŜΥ 

a. Lt !ŘŘǊŜǎǎΥ млΦ··Φ¸¸ΦпΣ ǿƘŜǊŜ ά··Φ¸¸έ ƛǎ ǘƘŜ Cw/ ǘŜŀƳ ƴǳƳōŜǊΦ 

b. Subnet Mask: 255.255.255.0 

c. /ƘŀƴƎŜ ǘƘŜ 5I/t ά{ǘŀǊǘ Lt !ŘŘǊŜǎǎέ ŦƛŜƭŘ ǘƻ мл 

d. /ƭƛŎƪ ά{ŀǾŜ {ŜǘǘƛƴƎǎέ 

e. ¢ƘŜ ά{ŜǘǘƛƴƎǎ ŀǊŜ {ǳŎŎŜǎǎŦǳƭέ ǎŎǊŜŜƴ ǎƘƻǳƭŘ ƴƻǿ ōŜ ŘƛǎǇƭŀȅŜŘΦ /ƭƛŎƪ ά/ƻƴǘƛƴǳŜέΦ ¢ƘŜ 

web page will not reload due to the IP mismatch between the PC and the router. 
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12. Once finished with last step, the IP address of the WAP should be 10.11.11.4 

13. Set laptop network settings.  See Section 1: Laptop IP Address ς Reset Guide on how to set the 

laptop: 

¶ IP Address: 10.11.11.6 

¶ Subnet Mask: 255.0.0.0 

¶ Gateway: leave blank 

¶ DNS Server:  leave blank 

14. Access WAP via http://10.11.11.4 and login 

15. Change password Ą Administration | Router Password | sackett 

16. Save 

17. Reboot WAP 

18. To ensure password was changed, access WAP via http://10.11.11.4 and login with new 

password.  You are successful if you are able to logon with new password 

19. Lastly, ensure the bridge is powered on, but not connected to the router. Open a web browser 

ŀƴŘ ƴŀǾƛƎŀǘŜ ǘƻ млΦммΦммΦм ǘƻ ŎƻƴŦƛǊƳ ǘƘŀǘ ǘƘŜ ōǊƛŘƎŜΩǎ Lt ŀŘŘǊŜǎǎ Ƙŀǎ ōŜŜƴ ǎŜǘ ŎƻǊǊŜŎǘƭȅΦ  LŦ ȅƻǳ 

Ŏŀƴ ŀŎŎŜǎǎ ǘƘŜ ōǊƛŘƎŜΩǎ ǿŜō ǇŀƎŜΣ ǘƘŜ ƴŜǘǿƻǊƪ ŎƻƴƴŜŎǘƛƻƴǎ ōŜǘǿŜŜn the laptop Ą WAP and the 

laptop Ą Bridge (Gaming Adapter) are both good. 

  

http://10.11.11.4/
http://10.11.11.4/
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Section 7: Wireless Router (WAP) ɀ WRT160N v3 (2010)  ɀ Reset Guide 

 

NOTE:  In the 2009 FRC build season, in the KOP, the Linksys wireless router, WRT610N, was supplied.  It 

is capable of dual bands (both 2.4GHz and 5GHz).  In 2010, rookie teams were given the WRT160N as a 

replacement.  The assumption is that Linksys no longer produces the WRT610N.  Therefore, the Gaming 

Adapters used with this WAP unit will need to be altered to use the 2.4GHz band. 

1. Plug network cable into the WAP (any of the blue ports 1-4) 

2. Plug other end of network cable into laptop 

3. Set laptop network settings.  See Section 1: Laptop IP Address ς Reset Guide on how to set the 

laptop: 

¶ IP Address: 192.168.1.2  (Anything in range of 2 ς 240 is fine) 

¶ Subnet Mask: 255.255.255.0 

¶ Gateway: leave blank 

¶ DNS Server:  leave blank 

4. Start browser and brose to: http://192.168.1.1  

¶ Account: admin 

¶ Password: admin 

 

 

5. /ƻƴǘƛƴǳŜ ǘƻ ǘƘŜ ƴŜȄǘ ǇŀƎŜΧ 

  

http://192.168.1.1/
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6. Go to this section of the setup and make these changes on the WRT120N: Wireless | Basic 

Wireless Settings | Manual 

 

7. Make the following two changes: 

a. Network Mode: Wireless-N Only 

b. SSID: 1111 

c. Select Save Settings 

 

8. If successful, select Continue  

9. Continue to ǘƘŜ ƴŜȄǘ ǇŀƎŜΧ 
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10. Make the following changes on the WRT160N and click Save Settings: 

a. Change to the Setup tab 

b. Change to the sub-tab: Basic Setup 

c. Set the IP Address to 10.11.11.4 

d. Set the DHCP IP address scope to start at 10 

e. Click Save Settings 

 

11. If the changes are successful, the browser will show the following image.  However, because the 

IP address of the WAP was changed, the WAP and Laptop network settings are not compatible 
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12. Set laptop network settings.  See Section 1: Laptop IP Address ς Reset Guide on how to set the 

laptop: 

¶ IP Address: 10.11.11.6 

¶ Subnet Mask: 255.0.0.0 

¶ Gateway: 10.11.11.4 

¶ DNS Server:  leave blank 

13. Logon to the WAP with the IP address of: HTTP://10.11.11.4  

a. Logon and Password are both: admin 

b. Select Administration tab 

c. Change password to: sackett 

d. Select Save Settings 

e. Close the browser 

14. Attempt to logon with the new password: HTTP://10.11.11.4 

a. Logon: admin 

b. Password: sackett 

 

  

http://10.11.11.4/
http://10.11.11.4/
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Section 8: Wireless Router (WAP) ɀ WRT120N ($ÒÅÓÓÅÌȭÓɊ ɀ Reset Guide 

   

NOTE:  This was to be used by the team but has been kept back so that the team could have the newer 

Linksys unit given to rookie teams this year.  The directions are kept here for completeness. 

NOTE:  This is the flat black Linksys unit that is placed with the driver station.  Always start with factory 

settings before going to the actual settings for the robot. 

NOTE: The WRT120N WAP is smaller in size than the WAP (WRT610N) that came with the Robotics KOP 

(kit of parts).  The normal setup of the Game Adapter (WGA600N) and the normal WAP (WRT610N) 

occurs using only the 5GHz speed.  The WRT120N only does 2.46GHz.  Therefore, these directions take 

this into account but also require a change on the Game Adapter (WGA600N). 

15. Reset to factory settings ς Push the red RESET button for 5 seconds or longer 

16. Plug network cable into the WAP (any of the blue ports 1-4) 

17. Plug other end of network cable into laptop 

18. Set laptop network settings.  See Section 1: Laptop IP Address ς Reset Guide on how to set the 

laptop: 

¶ IP Address: 192.168.1.2  (Anything in range of 2 ς 240 is fine) 

¶ Subnet Mask: 255.255.255.0 

¶ Gateway: leave blank 

¶ DNS Server:  leave blank 

19. Start browser and brose to: http://192.168.1.1  

¶ Account: admin 

¶ Password: admin 

 

20. /ƻƴǘƛƴǳŜ ǘƻ ǘƘŜ ƴŜȄǘ ǇŀƎŜΧ 

  

http://192.168.1.1/
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21. Go to this section of the setup and make these changes on the WRT120N: Wireless | Basic 

Wireless Settings | Manual 

 

22. Make the following changes on the WRT120N and click Save Settings 

 

 

23. Continue to the neȄǘ ǇŀƎŜΧ 
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24. Make the following changes on the WRT120N and click Save Settings 

 

NOTE:  The 2009 Game Adapter and Wireless Access Point both had the capability to transmit/receive at 

5GHz band.  The WRT120N (this WAP) can only transmit/receive at the 2.4GHz band.  Therefore, the 

gaming adapter (either WGA600N or the newer WET610N) needs to be set to accept/use the 2.4GHz 

band. 

Directions for setting WGA600N (Gaming Adapter) to use 2.4GHz band: 

1. Make the following changes on the Game Adapter (WGA600N): 

a. Logon using the account set in Section 4: Game Adapter (GA) ς WGA600N.   

b. Select Basic and then Wireless settings and set the two settings shown 

c. Save Settings and then Reboot 

 

2. Test out the wireless connection by looking to the Driver Station to see if the Battery Status 

shows up correctly.  If it does, then the Game Adapter from the KOP (kit of parts) is working 

correctly with the new WAP (WRT120N) 
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Section 9: Driver Stations (Classmate) ɀ 2010 Model ɀ Reset Guide 

 

To restore your machine, please follow the steps below (note, this process takes approximately 20 

minutes): 

1. With the Classmate powered OFF, insert the USB Key (RESTORATION KEY FROM 2010 KOP) into 

an available USB port. Do not use a USB hub, plug the Key directly into the Classmate. 

2. Power on the Classmate and when you see the 2GoPC screen, repeatedly press F11 until a small 

window appears entitled "Please Select Boot Device." 

3. Using the cursor keys, select the USB Key. It is the second item in the list (the Key will appear 

twice, select the first instance of the name, which is the second item on the list), beginning with 

USB:xxxx. Do NOT select "USB: Generic Device," this is not your USB Key. 

4. Press Enter and allow the Classmate to boot from the USB Key. Be patient, it can take a minute 

of more for it to finish. You will now be at x:/windows/system32. 

5. Follow the on screen instructions to complete the process. It is recommended that, to do a clean 

restore, select Option 3, Prepare AND Restore. 

6. UPDATES: 

¶ Apply the LabVIEW Update 

¶ Apply the DS (Driver Station) Update 

BACKGROUND / General Information: 

The software used in the 2010 Driver Station solution is contained within the Classmate PC, which has 

been specially imaged for use in the 2010 FRC season. The off-the-shelf software packages that have 

been loaded onto the Classmate include, but are not limited to the following: 

1. Windows XP Pro 

2. National Instruments LabVIEW 8.6 

3. Sun Microsystems Java 

4. OpenOffice.org 

5. Cypress Programmer 3.10 
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6. AVG Anti-Virus 

7. Foxit Reader, Free Version (pdf reader) 

In addition to the standard software packages listed above, there are also custom settings and software 

pre-loaded on the Classmate to meet FRC and team needs. There are two accounts set up on the 

Classmate. The Driver account and the Developer account. 

The Driver account is to be used when the Classmate is to function as a Driver Station (at home, at a 

competition, etc). When in the Driver account, teams will not be able to access Windows Explorer, the 

Task Manager or run additional software applications. The result is that the Driver account functions like 

a kiosk for the user. The applications that are permitted in the Driver account are the Driver Station 

software and the Dashboard software. 

The Developer account is much more like a typical Windows interface. Teams may use this account to 

develop code, create and modify documents, image the cRIO, download code to the cRIO, and much 

more. 

We recommend that when switching from the Driver account to the Developer account that you 

actually log off the account instead of simply switching users. To log out of the Driver account, click on 

the red Exit button in the Setup tab. You will quickly see a dialog box appear that says that the Task 

Manager has been disabled. This message can be ignored. 

While the Classmate has significant functionality, we discourage teams from installing additional 

software (with the exception of WindRiver Tools which can be done via USB storage device, external disk 

drive, etc), storing large files on the disk, etc to prevent the Classmate from becoming bogged down and 

sluggish. 

In the event your Classmate has been corrupted, the USB key required to restore you Classmate has 

been included in your kit. Please note that this USB Key, a 4GB Thumb Drive, is not a general use storage 

device, but instead has been loaded with the Classmate default image and should be protected and kept 

pristine in case you need to restore your machine. 

Section 10: Driver Stations (Blue Box) ɀ 2009 Model ɀ Reset Guide 
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NOTE: This device was used only in the 2009 season.  There are good directions for setting up the unit 

with the Control manuals for 2009.  They are linked on the front page.  Go there and look for Chapter 5.  

Section 5.1.1 and 5.3.2 have the directions which contain images of a driver station going through the 

various steps.  The directions below are the same steps but without the screen shots. 

NOTE: Need USB device with the FAT file system on it.  A USB device with NTFS file system did not work.  

On Disk3/UPDATES/DriverStationUpdates ς place the dsud_pkg.bin onto the root directory of the USB 

device.   

NOTE: Note that the firmware update procedure can result in corruption of the Driver Station flash drive 

if the firmware update procedure is interrupted after the completion of step 6 below. Please ensure that 

the Driver Station will not be interfered with during this procedure. 

1. tƻǿŜǊ ƻƴ ǘƘŜ 5ǊƛǾŜǊ {ǘŀǘƛƻƴΣ ǿŀƛǘ ŦƻǊ ƛǘ ǘƻ ōƻƻǘ ǘƻ ǘƘŜ ǎǘŀǘǳǎ ǎŎǊŜŜƴ ό{Ƙƻǿǎ ά¢ŜŀƳΣ aƻŘŜΣ 

{ȅǎǘŜƳΣ ŀƴŘ .ŀǘǘŜǊȅέ ǎǘŀǘǳǎύ 

2. Acquire the latest firmware for the Driver Station from www.usfirst.org/frccontrolsystem and 

ǎŀǾŜ ƛǘ ƻƴ ŀ ¦{. ŦƭŀǎƘ ŘǊƛǾŜΣ ƴŀƳŜŘ ά5{¦5ψtYDΦ.Lbέ ƛƴ ǘƘŜ ǘƻǇ-level directory on the flash 

drive. (Note that this file does not need to be the only file on the USB flash drive, however the 

flash drive should not have auto-run programs on it.) 

3. LƴǎŜǊǘ ǘƘŜ ¦{. ŦƭŀǎƘ ŘǊƛǾŜ ŎƻƴǘŀƛƴƛƴƎ ǘƘŜ ά5{¦5ψtYDΦ.Lbέ ŦƛƭŜ ƛƴǘƻ ǘƘŜ ¦{.м ǇƻǊǘ ƻƴ ǘƘŜ 5ǊƛǾŜǊ 

Station 

4. Hold down the left (up arrow) and center (down arrow) buttons middle button for 

ŀǇǇǊƻȄƛƳŀǘŜƭȅ т ǎŜŎƻƴŘǎ ǳƴǘƛƭ ǘƘŜ ǎŎǊŜŜƴ ŘƛǎǇƭŀȅǎ άϝCLwa²!w9 ¦t5!¢9 wŜƭŜŀǎŜ ōǳǘǘƻƴǎέ 

5. ¢ƘŜ ǎŎǊŜŜƴ ǿƛƭƭ ŘƛǎǇƭŀȅ άIƻƭŘ ΨǳǇΩ ōǳǘǘƻƴέ ²ƛǘƘƛƴ ǘǿƻ ǎŜŎƻƴŘǎΣ ǇǊŜǎǎ ŀƴŘ ƘƻƭŘ ǘƘŜ ΨǳǇΩ ōǳǘǘƻƴ 

ǳƴǘƛƭ ǘƘŜ ŘƛǎǇƭŀȅ ǎƘƻǿǎ άwŜƭŜŀǎŜ ōǳǘǘƻƴǎέΦ wŜƭŜŀǎŜ ǘƘŜ ΨǳǇΩ ōǳǘǘƻƴ 

6. ¢ƘŜ ǎŎǊŜŜƴ ǿƛƭƭ ŘƛǎǇƭŀȅ άIƻƭŘ ΨŘƻǿƴΩ ōǳǘǘƻƴέ ²ƛǘƘƛƴ ǘǿƻ ǎŜŎonds, press ŀƴŘ ƘƻƭŘ ǘƘŜ ΨŘƻǿƴΩ 

ōǳǘǘƻƴ ǳƴǘƛƭ ǘƘŜ ŘƛǎǇƭŀȅ ǎƘƻǿǎ άwŜƭŜŀǎŜ ōǳǘǘƻƴǎέΦ wŜƭŜŀǎŜ ǘƘŜ ΨŘƻǿƴΩ ōǳǘǘƻƴ 

7. ¢ƘŜ ǎŎǊŜŜƴ ǿƛƭƭ ŘƛǎǇƭŀȅ άIƻƭŘ ΨǎŜƭŜŎǘΩ ōǳǘǘƻƴέΦ ²ƛǘƘƛƴ ǘǿƻ ǎŜŎƻƴŘǎΣ ǇǊŜǎǎ ŀƴŘ ƘƻƭŘ ǘƘŜ Ψ{9[9/¢Ω 

ōǳǘǘƻƴ ǳƴǘƛƭ ǘƘŜ ŘƛǎǇƭŀȅ ǎƘƻǿǎ άΧέ wŜƭŜŀǎŜ ǘƘŜ ΨǎŜƭŜŎǘΩ ōǳǘǘƻƴΦ 

8. The firmware upgrade will proceed automatically. Do NOT interrupt this process by cutting 

power to the Driver Station, inserting/removing any cables from the Driver Station, touching any 

of the I/O pins, etc. The firmware upgrade takes approximately 3 minutes to complete. 

9. The Driver Station will automatically reboot upon completion of the firmware upgrade. 

10. Change the team number of the driver station (2009 Control Manual ς Section 5.3.2) 

a. Turn on Driver Station, wait for it to boot to the status screen ({Ƙƻǿǎ ά¢ŜŀƳΣ aƻŘŜΣ 

{ȅǎǘŜƳΣ ŀƴŘ .ŀǘǘŜǊȅέ ǎǘŀǘǳǎύΦ 

b. Hold down the middle button for approximately 4 seconds until the screen changes to 

ŘƛǎǇƭŀȅ ά{9¢ ¢9!a b¦a.9wέΦ ²ƘƛƭŜ ƛƴ ǘƘƛǎ ƳƻŘŜΣ ŎƻƴǘǊƻƭǎ ŀǊŜ ŀǎ ŦƻƭƭƻǿǎΦ όbƻǘŜ ǘƘŀǘ 

each button must be held for approximately one second before it responds.) 

i. Left button (up arrow): increments the selected (highlighted) digit 

ii. Center button (down arrow): moves the selection cursor to the next digit 

iii. Right button (SEL): sets the team number to the displayed number 
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c. After setting tƘŜ ǘŜŀƳ ƴǳƳōŜǊΣ ǘƘŜ 5ǊƛǾŜǊ {ǘŀǘƛƻƴ ǿƛƭƭ ŘƛǎǇƭŀȅ ά¦t5!¢9 /hat[9¢9 

/[h{LbD {¸{¢9aέ ŀƴŘ ǊŜōƻƻǘΦ ¢ƘŜ ƴŜǿ ǘŜŀƳ ƴǳƳōŜǊ ǎƘƻǳƭŘ ōŜ ŘƛǎǇƭŀȅŜŘ ƻƴ ǘƘŜ ǎǘŀǘǳǎ 

screen 

Section 11: Camera ɀ AXIS 206 ɀ Reset Guide 

 

Camera ς AXIS 206 

1. If needed, go to the AXIS 206 web page for support:   

a. http://www.axis.com/techsup/cam_servers/cam_206/index.htm  

2. Give power to the camera 

3. Reset the camera to factory settings using the Control Button 

a. Disconnect the power adapter. 

b. Press and hold the Control button while reconnecting the power. 

c. Keep the Control button pressed until the Status Indicator color changes to amber (LED 

on left when looking at back of camera).  This may take up to 15 seconds. 

d. Release the Control button. 

e. When the Status Indicator changes to Green (which may take up to 1 minute), the 

process is complete and the camera has been reset.  

f. The unit will now have the default IP address 192.168.0.90 

4. {Ŝǘ ǘƘŜ ŘŜŦŀǳƭǘ ǇŀǎǎǿƻǊŘ ŦƻǊ ǘƘŜ whh¢ ŀŎŎƻǳƴǘ ǘƻ άŀŘƳƛƴέ 

 

http://www.axis.com/techsup/cam_servers/cam_206/index.htm
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5. Setting the password allows for authentication to the camera.  The initial page of the camera is 

shown but to see the video of the camera, the AXIX Media Control needs to be accessed.  Click 

ƛƴ ǘƘŜ ŀǊŜŀ ŀōƻǾŜ ŀƴŘ ǎŜƭŜŎǘ άLƴǎǘŀƭƭ ¢Ƙƛǎ !ŘŘ-on for All Users ƻƴ ¢Ƙƛǎ /ƻƳǇǳǘŜǊΧέ 

a. bh¢9Υ LŦ ǘƘŜ ŀōƻǾŜ ǎǘŜǇ ǎƘƻǳƭŘ ŦŀƛƭΣ Ǝƻ ǘƻ ǘƘŜ ƴŜȄǘ ǎǘŜǇΧ 

 

 

b. If the above step should fail, perform the following steps: 

i. Copy the files from C:\ Robotics\ Disk3\ AXIS 206-Camera\ CAB Files From 

CameraAxis206 to a directory.  For example: C:\Junk 

ii. Run the following command line where the DLL file is located: 

1. rundll32 AxisMediaControlEmb.dll,InstallMe 

iii. ¢Ƙƛǎ ǘǊȅ ŀƎŀƛƴ ǘƻ ŀŎŎŜǎǎ ǘƘŜ ά[ƛǾŜ ±ƛŜǿέ ς live feed should start to be shown 
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6. Select Setup ς wŜǾƛŜǿ ǘƘŜ ŦƻƭƭƻǿƛƴƎ ΨŦŀŎǘƻǊȅ ŘŜŦŀǳƭǘΩ ǎŜǘǘƛƴƎǎ ς Basic Configurations 
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7. Select Setup ς wŜǾƛŜǿ ǘƘŜ ŦƻƭƭƻǿƛƴƎ ΨŦŀŎǘƻǊȅ ŘŜŦŀǳƭǘΩ ǎŜǘǘƛƴƎǎ ς Video & Image 
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8. Select Setup ς wŜǾƛŜǿ ǘƘŜ ŦƻƭƭƻǿƛƴƎ ΨŦŀŎǘƻǊȅ ŘŜŦŀǳƭǘΩ ǎŜǘǘƛƴƎǎ ς Live View Config 
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